
Features:

Premium Drip Tape

• Seamless Construction for Strength and Ease of Installation
• Available in a Wide Variety of Diameters, Mil Thickness, Outlet
 Spacings and Flow Rates
• Tan Line Indicators to Ensure Proper Installation
• Outlets are Laser Drilled to Prevent Root Intrusion and 
 Siphon Plugging
• Drippers Have Inlet Filters to Protect Flow Path From Plugging
• Excellent Coefficient of Variation (Cv < 2%)
• Extra-Large Cross Sectional Area to Prevent Clogging
• Excellent Product Choice for Close Outlet Requirements and 
 Low Application Crops
• Designed for Above Ground, Subsurface and Under Mulch 
 Applications  
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Part Number Formula
Q9-XxxSPFR
Q9= Prefix for Powertape
X= Size ( 5=5/8”, 7= 7/8”)
xx=  Mil Thickness (5 mil= 05)
SPFR= Generic Terminology from Chart for Spacing in Inches and Q-100 (GPM/100’)
Example: 5/8” Tape, 6 mil Thickness, 12” Outlet Spacing & .34 gpm. Part Number -Q9-5061234I
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Dimensions & Pressure Rating

   min max
 5/8” 4 mil 4 8 15,000
 (.638” ID) 5 mil 4 10 13,000
  6 mil 4 12 10,000
  8 mil 4 15 7,542
  10 mil 4 15 6,000
  12 mil 4 15 5,100
  15 mil 4 15 4,100
 7/8” 6 mil 4 10 7,380
 (.875” ID) 8 mil 4 15 6,000
  10 mil 4 15 4,400
  12 mil 4 15 4,000
  15 mil 4 15 3,000
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Flow Rates
            Emitter Flow gph        gpm per 100'

Part Number Spacing 8psi 10psi 8psi 10psi
0.07     
Q9-Xxx0817I 8 0.07 0.08 0.18 0.20

0.09
Q9-Xxx0823I 8 0.09 0.11 0.24 0.26
     
0.14     
Q9-Xxx0834I 8 0.14 0.16 0.36 0.40
Q9-Xxx1222I 12 0.14 0.16 0.24 0.27

0.21
Q9-Xxx04100I 4 0.21 0.24 1.06 1.19
Q9-Xxx0667I 6 0.21 0.24 0.71 0.79
Q9-Xxx0850I 8 0.21 0.24 0.53 0.59
Q9-Xxx1234I 12 0.21 0.24 0.35 0.40
     
0.28     
Q9-Xxx04134I 4 0.28 0.32 1.41 1.58
Q9-Xxx0690I 6 0.28 0.32 0.94 1.05
Q9-Xxx0867I 8 0.28 0.32 0.71 0.79
Q9-Xxx1245I 12 0.28 0.32 0.47 0.53
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